DG164 Series

Excitation system: Permanent magnet self-excited, high-performance
automatic pressure regulation system

Outstanding advantages: PMI (permanent magnet embedded) and PMG
technology ensure the reliable operation of the excitation system without
losing magnetism

WINDING CONNECTION | 3 PHASE BASE CONTINUOUS RATING cos @ 0.8 | 3PHASE STANDBY RATING | 1 PHASE RATING

12 LEAD RECONNECTABLE CLASS H INSULATION 125°C/40°C) 163°C/27°C cosp1.0

SERIES STAR 400 SERIES 220-240
PARALLEL STAR 190 200 208 Eﬁ%n PARALLELO-120
SERIES DELTA 220 230 240
TYPE KVA KW KVA KW KVA KW % KVA KW
50HZ DG164A 81 | 65 | 81 | 65 | 81 | 65 | 762 68 | 68
DG164B 1 | 88 | 11 | 88 | 11 | 88 | 794 ; 84 | 84
DG164C 135 | 108 | 135 | 108 | 135 | 108 | 807 | 142 | 1.3 | 1 1
DG164D 16 | 128 | 16 | 128 | 16 | 128 | 816 | 168 | 134 | 13 | 13
DG164E 20 | 160 | 20 | 160 | 20 | 160 | 82 2 | 176 | 15 | 15
SERIES STAR 440 460 480 460 SERIES 220-240
PARALLELSTAR 220 230 B0 | R 200 PARALLEL0-120
SERIES DELTA 254 265 277 230
60HZ DG164A 102 | 82 | 102 | 82 | 102 | 82 | 763 | 107 | 86 | 82 | 82
DG164B 138 | 1.0 | 138 | 1.0 | 138 | 110 | 794 | 145 | 116 | 1 1
DG164C 169 | 135 | 16.9 | 135 | 169 | 135 | 807 | 17.7 | 142 | 135 | 135
DG164D 20 | 160 | 20 | 160 | 20 | 160 | 817 | 21 | 168 | 165 | 165
DG164E 215 | 172 | 215 | 17.2 | 215 | 17.2 | 818 | 231 | 185 | 193 | 19.3
L 400
l
s v o TYPE L(mm)
00000 BN : DG164A 403.8
I [l of [000000 g @ DG164B 403.8
{HE==——=— 0t = — & — DG164C 430.8
S i DG164D 430.8
§§§5 \ - / . DG164E 4315
242(SAE2)
215(SAE3) 254 CRS
203(SAE485)
| 234.7(SAE6)
SX460 | AS440 | SINGLE DOUBLE| SAE 220v | 120v | 65 | 75 | 8 | 10 | P21 | P22 | IP23
L] u] L] o o n] o =} u] o = ] o o a L] a

e STANDARD 1 OPTIONAL



DG184 Series

Excitation system: Permanent magnet self-excited, high-performance automatic
pressure regulation system

Outstanding advantages: PMI (permanent magnet embedded) and PMG technology
ensure the reliable operation of the excitation system without losing magnetism

1 PHASE RATING
cos@1.0
SERIES STAR 380 400 415 400 SERIES 220-240
PARALLEL STAR 190 200 R e 200 PARALLEL 110-120
SERIES DELTA 220 230
TYPE KVA KW KVA KW KVA KW
DG184ES 20 | 16.0 | 20 | 16 : 14
50HZ DG184E 225 | 180 | 225 | 180 | 225 | 180 | 849 | 236 | 189 | 166 | 16.6
184EL 25 | 200 | 25 | 200 | 25 | 200 | 85 270 | 216 | 184 | 184
DG184F 275 | 220 | 27.5 | 220 | 275 | 220 | 862 30 | 24 | 20 | 20
DG184G 31.3 | 250 | 31.3 | 250 | 313 | 250 | 87 33 | 264 | 228 | 228
DG184H 37.5 | 300 | 37.5 | 30.0 | 37.5 | 300 | 866 | 400 | 320 | 27 | 27
DG184 40 | 320 | 40 | 320 | 40 | 320 | 866 | 45 | 36 | 30 | 30
SERIES STAR 440 460 480 460 SERIES 220-240
PARALLEL STAR 220 230 240 EFF%O] 200 PARALLEL 110-120
SERIES DELTA 254 265 277 230
YPE KW KVA KW KVA KW % KVA KW KVA KW
60HZ DG184ES 25 | 20 | 25 | 20 | 25 | 20 85 263 | 21 18 | 144
DG184E 288 | 230 | 288 | 230 | 30 | 240 | 843 | 302 | 242 | 21 21
DG184F 344 | 275 | 344 | 275 | 35 | 280 | 859 | 356 | 285 | 256 | 256
DG184G 37.5 | 30.0 | 37.5 | 30.0 | 37.5 | 300 | 87 40 | 32 | 308 | 308
DG184H 46.9 | 375 | 469 | 375 | 469 | 375 | 853 50 | 40 | 35 | 35
DG184J 50 | 400 | 50 | 400 | 50 | 400 | 858 | 535 | 428 | 40 | 40
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DG224 Series

Excitation system: Permanent magnet self-excited, high-performance automatic
pressure regulation system

Outstanding advantages: PMI (permanent magnet embedded) and PMG technolog
ensure the reliable operation of the excitation systemwithout losing magnetism

WINDING CONNECTION [ 3 PHASE BASE CONTINUOUS RATING cos @ 0.8 | 3PHASE STANDBY RATNG | 1 PHASE RATING

FRENQUENCY
e 12 LEAD RECONNECTABLE CLASS H INSULATION 125°C/40°C) 163°C/27°C cos@1.0
SERIES STAR 380 400 415 o0V 400 SERIES 220-240
PARALLEL STAR 190 200 208 emcogcv 200 PARALLEL 110-120
SERIES DELTA 220 230 240 : 1 230
TYPE KVA KW KVA KW KVA KW % KVA KW KVA KW
50HZ DG224C 425 | 34.0 | 425 | 340 | 425 | 340 | 871 | 468 | 37.4 | 28 28
DG224D 50 | 40.0 | 50 | 40.0 | 50 | 400 | 882 55 44 35 35
DG224E 60 | 480 | 625 | 500 | 60 | 480 | 886 65 52 40 40
DG224F 725 | 580 | 75 | 60.0 | 725 | 580 | 90 80 64 50 50
DG224G 85 | 68.0 | 875 | 700 | 85 | 680 | 902 | 908 | 726 | 60 60
SERIES STAR 440 460 480 p— 460 SERIES 220-240
PARALLEL STAR 220 230 240 Sinetid 200 PARALLEL 110-120
SERIES DELTA 254 265 277 i) 230
60HZ DG224C 525 | 420 | 52.5 | 420 | 55 | 44.0 87.2 56.3 | 45.0 375 375
DG224D 62.5 | 50.0 | 625 | 500 | 65 | 520 | 882 | 663 | 53 44 44
DG224E 70 | 560 | 70 | 56.0 | 75 | 600 | 88.9 75 60 50 50
DG224F 875 | 70.0 | 875 | 70.0 | 938 | 750 | 90.2 95 76 60 60
DG224G 975 | 780 | 975 | 78.0 | 1038 | 830 | 906 | 106.3 | 850 | 75 75
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WINDING CONNECTION
FRENQUENCY {47 £4p RECONNECTABLE

DG274 Series

Excitation system: Permanent magnet self-excited, high-performance
automatic pressure regulation system

Outstanding advantages: PMI (permanent magnet embedded) and PMG
technology ensure the reliable operation of the excitation systemwithout

3 PHASE BASE CONTINUOUS RATING cos ¢ 0.8

losing magnetism
3PHASE STANDBY RATING | 1 PHASE RATING
163°C/27°C_| cos@1.0

CLASS H INSULATION 125°C/40°C

SERIES STAR 380 400 415 Ty 400 SERIES 220-240
PARALLEL STAR 190 200 208 EFFICENCY 200 PARALLEL 110-120
SERIES DELTA 220 230 N 230
TYPE KVA KW KVA KW KW KVA KW
DG274C 100 | 80.0 | 100 | 80.0 | 100 X 0.4 10 88 6 6
DG274D 125 | 100.0 | 125 | 100.0 | 125 | 100. 90.8 104 74 74
50HZ DG274E 140 | 112.0 | 140 | 112.0 | 140 | 112. 91.7 15 120 94 94
DG274EL 150 | 120.0 | 150 | 120.0 | 150 | 120.0 | 91.2 158 | 126 | 100 | 100 _
DG274F 160 | 128.0 | 160 | 128.0 | 160 | 128.0 | 92.3 175 | 140 | 110 110
DG274G 182 | 1456 | 187.5 | 150.0 | 182 | 1456 | 925 194 | 1552 | 120 | 120
DG274H 200 | 160.0 | 200 | 160.0 | 200 | 160.0 | 93.3 220 | 176 | 140 | 140
DG274J 225 | 180.0 | 225 | 180.0 | 225 |180.0 | 93.5 260 | 208 | N/A | NA
DG274K 250 | 200.0 | 250 |200.0 | 250 | 200.0 | 94.3 275 | 220 | NI N/A
SERIES STAR 440 460 480 A0V 460 SERIES 220-240
PARALLEL STAR 220 230 240 s 200 PARALLEL 110-120
SERIES DELTA : 5 277 n g
TYPE KVA KW KVA KW KVA KW % KVA KW KVA KW
DG274C 117.5 | 94.0 | 117.5 | 940 | 125 | 100.0 | 90.4 128 | 102 90 90
DG274D 150 | 120.0 | 150 | 120.0 | 150 | 120.0 | 90.7 150 | 120 | 100 | 100
60HZ DG274E 168 | 134.4 | 168 | 134.4 | 178 | 1424 | 91.7 181 | 14504 | 115 | 115
DG274EL 180 | 144.0 | 180 | 144.0 | 190 |152.0| 91.9 194 [ 155.04 | 120 | 120
DG274F 190 | 152.0 | 190 |152.0 | 200 | 160.0 | 92.3 206 | 165.04 | 135 | 135
DG274G 213 | 170.4 | 213 | 1704 | 220 |176.0 | 92.4 234 | 1872 | 150 | 150
DG274H 245 | 196.0 | 245 |196.0 | 250 |200.0 | 93.2 5 | 212 | 15 156
DG274J 281 |224.8 | 281 | 2248 300 | 240.0 | 935 319 | 2552 | NA | NA
DG274K 300 | 240.0 | 300 | 240.0 | 312.5 | 250.0 | 94.3 344 27504 | _NA_|_N/A
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